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INTRODUCTION 


Throughout 1975, Suzuki has been conducting surveys, doing 
research and finding ways to make the RE-5 an even better 
machine, 


The 1976 RE-5A is the end result of all of this time, effort 
and research, 


Many small but comprehensive changes have resulted in the 
refinement of a motorcycle which has already received 
acclamation as excellent handling, powerful, smooth, and 
unexcelled at extended high speed touring. 


Outlined in this pamphlet are the many refinements which 
help make the 1976 Suzuki RE-5A one of the most advanced, 
yet refined motorcycles available to those who understand 
and appreciate the best. 


SPECIFICATIONS 


DIMENSIONS AND WEIGHT 


Overall length 2220 mm (87.4 in.) 
Overall width 870 mm (34.3 in.) 
Overall height 1170 mm (46.1 in.) 
Wheelbase 1500 mm (59.1 in.) 
Ground clearance 170 mm (6.7 in.) 


Dry weight 230 kg (507 Ibs) 
ENGINE 


Type 


NUS-Wankel type rotary piston engine 


Number of rotors 1 (one) 
Capacity 497 cc (30.3 cu-in.), single chamber 
Corrected compression ratio 8.6 


62.0 Hp at 6500 rpm (SAE, NET) 
7.60 kg-m (54.9 ft-lb) at 3500 rpm 
MIKUNI 18-32 HHD 
Wet polyurethane filter 
Electric and kick (option) 


Maximum output 


Maximum torque 
Carburetor 
Air cleaner 
Starter system 


TRANSMISSION SYSTEM 


Clutch Wet multi-plate type 
Transmission . 5-speed constant-mesh type 
Gearshift pattern Left foot return type 
Primary reduction 1.652 (38/23) 
Final reduction 3.071 (43/14) 
Gear ratios: Low 2.846 (37/13) 

2nd 1.736 (33/19) 

3rd 1.363 (30/22) 

Ath 1.125 (27/24) 

Top 0.923 (24/26) 


Drive chain #630, 96 links, endless type 'o'-ring type 
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Front suspension 
Rear suspension 


Front brake 


~ Rear brake 
Front tire 
Rear tire 
Trail 
Caster 
Steering angle 


CAPACITIES 
Fuel tank 
Engine oil 
Metering oil tank 
Transmission oil 
Front fork oil 


Telescopic fork with hydraulic damper 

Swinging arm with hydraulic dampers adjustable in 
five ways 

Right-hand operated, hydraulic caliper double-disc 
brake 

Right-foot operated, internally expanding brake 
3.25 H19-4 PR 

4.00 H18-4 PR 

108 mm (4.25 in:) 

63 degrees 

40 degrees (right and left) 


17 litres (4.5/3.7 US/Imp. gal.) 
2.2 (4.6/3.8 US/Imp. pt.) 

1.7 litres (3.60/2.99 US/Imp. pt.) 
1.6 litres (3.38/2.84 US/Imp. pt.) 
150 cc (5.3/5.1 US/Imp. oz.) 


NEW CONTEMPORARY STYLING 


The most striking difference in the new 1976 RE-5A is the 
subdued contemporary styling. From headlight to taillight 


the new RE-5A reflects its inner character. 


The new headlight housing is chrome plated 
and free standing, supported by chrome 
headlight brackets. | 


The new instruments reflect the look 
that our dealers and customers said 

they wanted. In addition to the built 
in cluster of warning lights, the speed- 
ometer and odometer have been modified 
for increased accuracy. The speedometer 
drive gear box has also been made more 
accurate. 


The fuel tank and frame covers have 
been given a look of luxury, with- 
out appearing gaudy. The fine — 
black finish set off with gold 
pinstripping complements the over- 
all blending of components. 


The turn signals for 1976 have a larger, 
brighter reflector and lens, yet. look 
slimmer, , : 


The taillight is the popular, large, 
bright unit used on the Suzuki GT series, 


All in all the new RE-5A has the look of a refined, soph- 
isicated motorcycle, and yet underneath the power, smoothness, 
and crisp handling show through. 


ADVANCED MACHINERY AND TECHNOLOGY.... 


have enabled Suzuki to be able to assure that every RE-5A 
will attain at least 1000 miles per quart of oil. Unceasing 
research and developement have enabled Suzuki to be able 

to offer this assurance. 


SMOOTHNESS AND DURABILITY.... 


have been improved in many areas, Factory research guided: by 
customer and dealer surveys has resulted in many small, 

yet important, changes which serve to enhance the RE-5's in- 
herent qualities. 


A new final drive chain has been employed. The new chain 

is "self-lubricating" type which requires very little 
maintence. A special heavy duty grease is installed inside 
the chain and kept there with rubber ‘'o'-rings. This chain 
will last much longer when subjected to infrequent maintence 
or extended high speed operation. 2 


CONSTRUCTION OF HIGH-DURABILITY CHAING::)* 
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This clearance needs lubrication 
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The carburetor of the RE-5A has been refined for greater 
tractability and smoother performance. Manifold spacers, 
different jetting, increased accelerator pump output, and 
modified settings resulting from extensive research in the 
American market provide crisp, positive control. 
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6mm spacer 
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As a result of the previously mentioned refinements the 
Single Lobe Cam System has been discontinued. This results 


in a simpler ignition system which requires even less main- 
tence, 
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The speedometer drive gear box has been modified for in- 
creased durability as well as accuracy. 


Attention to detail is a Suzuki trademark. Even the spark 
plug has been refined to improve it's life and engine 
performance. Modifications to equalize porcelain tempera- 
tures and an increased electrode gap have accomplished this. 
Ground electrode (33) | 


ORIEGINAUL PLUG 


180m Heat 19mm Taper Gold Pelladiuae 
@) Size Range (3/4") Seat Electrode Wire 


Center 
electrode 


18am Heat 19mm Teper Platinum 
Size Range (3/4") Seat Electrode Wire 


All of these refinements are consistant with Suzuki's phil- 
osophy of never-ending research and improvement to keep the 
Suzuki name synonymous with quality. 


The RE-5M has already received acclaim for smoothness, out-~ 
standing ride, and confidence inspiring handling, now, 
Suzuki firmly believes that the 1976 RE-5A will establish 
itself as a leader in styling, ride, performance and 
durability. 
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U.S. ‘gUZUKI ‘motor corporation 


13767 Freeway Drive - Santa Fe Springs, California 90670 
“Phone (213) 921-4461 ” 
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